
MIT-MTT Casing Inspection
Voltage Wireline Inc.
1720, 633 - 6th Avenue, S.W.
Calgary, Alberta T2P 2Y5
Telephone: 403.266.8880;
Facsimile: 403.266.8007
Website: www.voltagewireline.com

Toll Free Dispatch: 1.877.501.8474

Wireline Services
Cased Hole Logging
Conventional Perforating
HZ Pump Down & E-Coil
Tractor and TCP Services
Swabbing & Pipe Recovery

Specialty Services/Fiber Optic
Cased Hole Analysis Service
SCVF Hifi MiQro/Noise Log
Casing Inspection
Production Logging
Distributed Temp. Sensing(DTS)

Brooks: 403-501-8474            Red Deer - 403-885-6090
Whitecourt:  780-778-4505     Grande Prairie: 780-538-1108
Calgary: 403-266-8880           Dispatch: 1-877-501-8474

Tool Specifications

Tools Sensor Temp Pressure Tool OD Max. Range

Multifinger Imaging Tool

(MIT)

40F 350 °F

(177 °C)

20 kpsi

(138 MPa)

2 ¾ inch

(70 mm)

7 in (178 mm)

10 in (254 mm ) extended

Magnetic Thickness Tool

(MTT)

12 300 °F

(150 °C)

15 kpsi

(103 MPa)

1 11/16 in

(43 mm)

7 inch casing

Combinable with Gamma Ray, Radial Bond Tool and Dual Spaced Neutron.

MIT-MTT Applications:

� Metal loss (Guide 51)

� Drilling Wear (Guide 36)

� Corrosion, Deformation, Buckling, Collapse, Cracks

� Scale Build-Up

Joint-by-Joint Analysis & 3-D Visualization


